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Our widest range, most field-friendly handheld, the E3100 is ideal for:

= Military Defense = Bomb Squads = Government Facilities
SCINTREX TRACE CORP. - Police = Embassies or Consulates - Railway, Bus and Subway Terminals
Otig?fvr;ag(:tzlr?omg::ia - Airports - Courts & Correctional = Special Events, Leases, Rentals
'K1Y 1(;2' - Customs & Borders » Postal Stations - Nouclear Facilities
Phone: 1613 224 1061 = Seaports and Ships = Corporate or VIP Bases - Hotels & Banks
Fax: 1613 224 2603 - Field or Forensic Use = Checkpoints ...Worldwide

E-mail info@scintrextrace.com

www.scintrextrace.com
SPECIFICATIONS

DETECTION PRINCIPLE
NO RADIOACTIVITY

Luminol Chemilux® — Disposable cartridge
United States No radioactive or gas source, no licensing, no isotopes.

2 Gardner Road

DETECTABLE COMPOUNDS Tagged Military (including plastic) and High Vapour Pressure explosives,

Fairfield, NJ 07004-2206 USA
Tel: 1 (973) 276-6161
Fax: 1 (973) 276-6162
info@autoclearus.com

NG, TNT, black powder, dynamite ICAO Taggants, (DMNB, EGDN),
TATP and others.

SAMPLING CAPABILITIES

Vapours

TYPICAL SAMPLE/ANALYSIS TIME

Sample: 5-30 seconds (user selectable based on application)

Analysis: within 14 seconds

Central EU
eu@autoclearus.com

Tel: + 33238 61 97 00
Fax: + 332 38 61 97 01

WARM-UP TIME Under 5 minutes

CARRIER GAS None required (ambient air)

Power switch

Keypad

Volume control (with optional earphone)
Sample switch

LED indicator lights
Large LCD display for status messages
Audible alarm (with optional earphone)

CONTROLS

Southern EU
seu@autoclearus.com

OPERATIONAL STATUS INDICATORS
Northern EU
neu@autoclearus.com

1000 retrievable data records
RS-232 serial output port for remote control and monitoring

DATA STORAGE + COMMUNICATIONS
Asia SE or North
sasia@autoclearus.com
nasia@autoclearus.com
china@autoclearus.com

POWER SUPPLY 12 volt DC rechargeable battery pack
External battery pack

12 volt AC adapter

Operating: -20°C to +55°C (-40°F to +131°F)
Storage: -20°C to +65°C (-40°F to +149°F)

Unit weight: Less than 2.7 kg (5.9 Ibs.) in ABS engineered

Latin America OPERATING + STORAGE TEMPERATURES

latina@autoclearus.com

WEIGHT + DIMENSIONS

Middle East plastic shielded case
ME@autoclearus.com UQit dlimenslions (LXWxH): 51x14x 1 1 cm / 20x5.5x4.3"
Dubai, UAE Shipping weight: 14 kg (31 Ibs.)

Case shipping dimensions (LxWxH): 52x26x39 cm / 22x10x 14"

One year; other warranties available
ISO, FCC, CE, and other world recognized certificates

Tel: + 971 6 557 4505

Fax: + 971 6 557 4507 WARRANTY

CERTIFICATES

Western U.S.
sw@autoclearus.com

1SO 9001-2000 REGISTERED
U.S. Pat. 6,946,300
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www.scintrextrace.com

Leading contraband threat
detection & field support, since 1937
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